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coatings, thinners, and cleaning mate-
rials used in the coating operation or 
group of coating operations, and the 
emission reductions achieved by emis-
sion capture and add-on control sys-
tems, the organic HAP emission rate is 
less than or equal to the applicable 
emission rate limit in § 63.4890, cal-
culated as a monthly emission rate. If 
you use this compliance option, you 
must also demonstrate that all capture 
systems and add-on control devices for 
the coating operation or group of coat-
ing operations meet the operating lim-
its required in § 63.4892, except for sol-
vent recovery systems for which you 
conduct liquid-liquid material balances 
according to § 63.4961(j); and that you 
meet the work practice standards re-
quired in § 63.4893. You must meet all 
the requirements of §§ 63.4960 through 
63.4967 to demonstrate compliance with 
the emission limits, operating limits, 
and work practice standards using this 
option. 

(d) If you choose to use the emission 
rate with add-on controls compliance 
option in paragraph (c) of this section 
and operate the coating operation, its 
emission capture system, or its add-on 
control device at multiple sets of rep-
resentative operating conditions that 
result in different capture system or 
add-on control device efficiencies dur-
ing a compliance period, you must fol-
low one of the procedures in paragraph 
(d)(1) or (2) of this section. 

(1) Determine the operating condi-
tions that result in the lowest emission 
capture system and add-on control de-
vice efficiencies through performance 
testing conducted according to 
§§ 63.4963, 63.4964, and 63.4965. Use these 
emission capture system and add-on 
control device efficiencies for all rep-
resentative operating conditions dur-
ing the compliance period. 

(2) Develop a compliance calculation 
procedure for determining the organic 
HAP emission rate for the compliance 
period that takes into account all of 
the representative operating conditions 
the source was operated under during 
the compliance period and submit the 
procedure to the Administrator for ap-
proval. Until you receive approval from 
the Administrator, you must deter-
mine compliance according to para-
graph (c) of this section. 

§ 63.4892 What operating limits must I 
meet? 

(a) For any coating operation or 
group of coating operations for which 
you use the compliant material option 
or the emission rate without add-on 
controls option to demonstrate compli-
ance, you are not required to meet any 
operating limits. 

(b) For any coating operation or 
group of coating operations for which 
you use the emission rate with add-on 
controls option to demonstrate compli-
ance, except those for which you use a 
solvent recovery system and conduct a 
liquid-liquid material balance accord-
ing to § 63.4961(j), you must meet the 
operating limits specified in Table 1 to 
this subpart. These operating limits 
apply to the emission capture and con-
trol systems on the coating operation 
or group of coating operations for 
which you use emission capture and 
add-on controls to demonstrate compli-
ance. You must establish the operating 
limits during the performance test ac-
cording to the requirements in § 63.4966. 
You must meet the operating limits at 
all times after you establish them. 

(c) If you use an add-on control de-
vice other than those listed in Table 1 
to this subpart, or wish to monitor an 
alternative parameter and comply with 
a different operating limit, you must 
apply to the Administrator for ap-
proval of alternative monitoring under 
§ 63.8(f). 

§ 63.4893 What work practice stand-
ards must I meet? 

(a) For any coating operation or 
group of coating operations for which 
you use the compliant material option 
or the emission rate without add-on 
controls option to demonstrate compli-
ance, you are not required to meet any 
work practice standards. 

(b) For any coating operation or 
group of coating operations for which 
you use the emission rate with add-on 
controls option to demonstrate compli-
ance, you must develop and implement 
a work practice plan to minimize or-
ganic HAP emissions from the storage, 
mixing, and conveying of coatings, 
thinners, and cleaning materials used 
in, and waste materials generated by, 
the coating operation or group of coat-
ing operations for which you use this 
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